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4 to 16 hoursa�er theapplica�on of the1st layer,smoothenthe surface with a sandpaper (150‑220)and then vacuum clean the surface.

Ensure thatthe substrate islevel, compact, dry<(humidity   3%), free from dust and stains.In case of cracksproceed torestora�on.
Apply the mixturehomogeneouslywith a trowel. The effects during theapplica�on will appear on thefinal surface.Thickness of 1st layer 0,5‑0,7 mm, consump�on of 1st layer 0,5‑0,7 kg/m².

Apply the mixturehomogeneouslywith a trowel.Press with a trowelaccording to thedesired final effect.Thickness of 2nd layer 0,5 ‑ 0,6 mm, consump�onof 2nd layer 0,3 ‑ 0,5 kg/m².
Mix Natura 50 velvet with water 30 ‑ 35%, depending on theweather condi�on(temperature, humidity).

Mix Natura 50 velvet with water 30 ‑ 35%, depending on theweather condi�on(temperature, humidity).


4 to 10 hoursa�er theapplica�on of the2nd layerNatura 50 velvet ,apply the acrylicprotec�ve sealerColorfresh, with amicrofiber clothe, diluted 50/50 with water.

2 to 6 hours a�er the 1st layerof Colorfresh, apply the 2ndlayer of Colorfresh(diluted 50/50with water)with a microfiber cloth or roller.Total consump�on100gr/m²for 2 layers.

24 to 72 hoursa�er the applica�onof the 2nd layer of Natura 50 velvet , apply the PU acrylic primerDeco Resina with a short hair roller (mohair)diluted with 10% of water,consump�on 40gr/m² .

2 to 12 hoursa�er the applica�onof Deco Resina, apply the 1st layerof the two componentPU protec�on sealerDeco Plus, on propo�on5A:1B diluted with10% of water.

4 to 12 hourslater, apply the 2nd layerof the two componentPU protec�on sealerDeco Plus on propo�on5Α:1Β diluted with up to 10% of water (op�onal). Total consump�on 60gr/m² for two layers.

72 hours a�erthe applica�onof the 2nd layerof Deco Plus,the surface isready foruse/traffic.
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